**SPECIFICATION**

- **Rating:** 0.3A 30V DC
- **Contact resistance:** 100mΩ Max. (initial)
- **Insulation resistance:** 100MΩ Min. at 500V DC.
- **Withstand voltage:** 500V AC for 1 minute.
- **Operating temperature:** -16°C ~ +60°C
- **Life:** 5,000 Cycles.
- **Soldering temperature:** 230°C Max. for 2±0.5 sec.
- **Soldering time:** 1 time only.

**Note1:** Unwashable, don't be immerged by epoxy and organic solvent.
**Note2:** Please check the actual size, do not scale the drawing page.

**MATERIAL**

- **Case:** PBT, Black
- **Contact:** PBS strip, Ag plated
- **Cover:** PBS strip, Ag plated

---

**STORAGE METHOD**

After opening the bag of the phone jack, please include a desiccant into the bag, then seal it to avoid product oxidation.

打開包裝袋後，請在袋中加入乾燥劑並「密封」，避免產品氧化。

---

**Version History**

<table>
<thead>
<tr>
<th>Version</th>
<th>Date</th>
<th>Alteration</th>
</tr>
</thead>
<tbody>
<tr>
<td>V2.1</td>
<td>2018.06.15</td>
<td></td>
</tr>
<tr>
<td>V2.0</td>
<td>2008.12.12</td>
<td></td>
</tr>
</tbody>
</table>