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1. Nodify mating/umting force spec
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T . SPECIFICATIONS:
= || _J put 1. RATING: DC 14V 3. 94
= }%} h 1 AN\ 2. INSERTION FORCE: 3. 0KG Max.
= St HE ] — T WITHDRAWAL FORCE: 0. 2KG-2. 5KG
L] 3. INSULATION RESISTANCE BETWEEN
) ANY ADJACENT TERMINALS SHALL
| 3 NOT BE LESS THAN 100 MEGOHMS BY 500 VOLTS MEGGER.
I:I:Im_ 27 4. JACK SHALL WITHSTAND 250 VOLTS BETWEEN ANY ADJACENT
TERMINAL FOR ONE MINUTE.
bo 5. CONTACT RESISTANCE SHALL NOT EXCEED 0.03 OHMS.
6. JACK SHALL WITHSTAND 5, 000 CYCLES OF INSERTION AND
6.7 WITHDRAWAL WITH TESTING PLUG, AND CONTACT RESISTANCE
i SHALL NOT EXCEED 0. 1 OHIS.
7. MEASURING CONDITION:
TEMPERATURE : FROM 5° C T0 35° C.
%00 RELATIVE HUMIDITY: FROM 40% TO 85%.
‘ ‘ 8. ENVIRONMENTAL SPECIFICATIONS:
[—7 = 8.1 HUMIDITY TEST: HUMIDITY 90% TO 95% TEMPERATURE 40° C +
2° C FOR 96 HOURS.
8.2 HEAT TEST: TEMPERATURE 70° C + 2° C (HUMIDITY BELOW
T = 3 50%) FOR 96 HOURS.
. = s 8.3 COLD TEST: TEMPERATURE -40° C + 2° C FOR 96 HOURS.
& - b 9. T0 CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
10. GREEN PRODUCT IDENTIFICATION MARK IN JACK:
U ‘ U ‘__J T 11. GREEN PRODUCT IDENTIFICATION LABEL IN PACKING:
3,00,

5.00 = 12. SOLDERABILITY AND MAX. SOLDER TEMPERAUTRE
I ACCORDING ICP /JEDEC J-STD-020C.
L . 13. PACKAGE: SEE’ TABLE’
= 6.75 14. DATE CODE DESCRIPTION:
3.50 o DATE CODE:  YYMMDD
7.00 nérity t DAY
b HONTH
R . #2 L YEAR
Z ! o s
g L 77ﬁﬂ‘ﬂ #3 SHUNT TERMINAL F PIN 1 |COPPER ALLOYL NICKEL PLATING
- \ —U 4 £ TIP SPRING £ TERNINAL 1 [corper aston, 0.57 SILVER PLATING
o 6 D SHINT TERVINAL 1 |corper aston, 0.57 SILIER PLATING
e 3 ‘F B ‘F T i:i —I& ELECTRICAL CIRCUIT ¢ TIP SPRING 1 |copeer azton, 0. 257 SILIER PLATING
—t H = COVER 1 [HI-TEVP THERNOPLASTIC, 119470 BLACK COLOR
— /1 - T ° A BoDY 1 JH1-TEWP THERWOPLASTIC, UL94V-0 BLACK COLOR
= i o = N0 DESCRIPTION gy | JATERIAL PLATING & COLOR
= — UNLESS OTHERWISE Singatron Electronic Co., Ltd.
7.00 = <" s —
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1.5 I IV DI poniee | DECIMALS: ANGLES: TITLE DC POWER JACK
RECOMMENDED P. C. B LAYOUT x 0.5 X £ DI PART NO.:2DC-0415XX0X
UL 204150200 20 0 |wem | XX 2203 XX £ |cHRD SCALE:N/A— |WNIT: mm © =1
. 20.05 L :x0.2 APYD SIZE: A3 SHEET: 1 OF 1 REV: N
A CUSTOMER COPY
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