
Material :Material :Material :Material :
Insulator : Glass Fiber PBT, UL 94V-0
Contact : Brass, Gold plating

Specification :Specification :Specification :Specification :
Current : 3 Amp
Insulation Resistance : 5,000 MΩ min.
Contact resistance : 20 mΩ max.
Dielectric Voltage : AC 1,000V for 1 minute
Operation temperature : - 40℃ ~ + 105℃

Order InformationOrder InformationOrder InformationOrder Information

＊Contacts plating:
    G = full gold
＊S - Straight
＊Contacts No:

 06, 08, 10, 12, 14, 16, 20, 24, 
 26, 30, 34, 40, 50, 60, 64

Dimension:Dimension:Dimension:Dimension:
No B No. No. A B
06 15.24 20 42 50.80 60.96

08 17.76 24 44 53.34 63.50

10 20.32 26 50 60.96 71.12

12 22.86 30 60 73.66 83.82

14 25.40 34 64 78.74 88.90

16 27.94 40
E Part No.
D .0 .00 .000
C ±0.25 ±0.25 ±0.05
B Jack  Unit  :  mm File No. HSBH-XXSG
A David Scale : Title:

Rev. BY Sheet : 1/1Date
2.54mm Box Header, Straight, Dual Row
Insulator 8.8mm, contacts 3.1mm Dip end
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RoHS Compliant
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