
This aluminized moisture barrier bag is designed to provide packaging for ESD 
and moisture sensitive items, both inside and outside an ESD protected area. 
The bags are heat sealable and suitable for vacuum packaging. Bags are printed 
with ESD and moisture warning symbols and a lot code for traceability.  

SCS Moisture Barrier Bags Dri-Shield® 2000 are manufactured from a 
laminate of multiple layers of aluminized polyester and polyethylene. Polyester 
provides puncture resistance. Metal layers are intended to provide shielding of 
Electrostatic Discharge (ESD) and to help minimize the penetration of electric 
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Moisture Barrier Bag Dri-Shield® 2000

Specifications and procedures subject to change without notice.

Bag is free of amines, silicones and heavy metals.

Listing under the Defense Standardization Program.
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Meets ANSI/ESD S20.20, Packaging standard ANSI/ESD 
S541, and Static Control Bag ANSI/ESD S11.4 Level 3 
(except Transparency)

Physical Typical Value Testing Method
Moisture Vapor
Transmission Rate
(MVTR)

<0.035 grams/100 sq. in./24 hrs MIL-STD-3010C Method 3030

Tensile Strength 7800 PSI, 54 MPa ASTM D882
Puncture Resistance 20 lbs, 89 N MIL-STD-3010 Method 2065
Seal Strength 15 lbs, 66 N ASTM D882
Thickness 3.6 mils, 0.0914 mm ±10% MIL-STD-3010 Method 1003
Marking Adhesion Pass IPC-TM-650  2.4.1
Electrical Typical Value Testing Method
ESD Shielding <10 nJ ANSI/ESD STM11.31
Surface Resistance -
Interior

1 x 104 to < 1 x 1011 ohms ANSI/ESD STM11.11

Surface Resistance -
Exterior

1 x 104 to < 1 x 1011 ohms ANSI/ESD STM11.11

EMI Attenuation 45 dB 1 to 10 GHz
Cleanliness Typical Value Testing Method
Silicone Not Detected FTIR
Heat Sealing Conditions Typical Value
Temperature 300°F - 400°F, 140°C - 204°C
Time 0.6 – 4.5 seconds
Pressure 30 – 70 PSI, 206 – 482 KPa

Tolerance:  Width  -0, +1/4"  

Seal width 3/8" with a tolerance of ± 1/8"

Note: Standard bag markings shown 
above are not to scale.

NOTE: The complete dry package concept of packaging for electronics requires three elements: 

Moisture Barrier Bags - To Protect 

Desiccants - To Absorb Moisture 

Humidity Indicator Cards - To Monitor Performance

SCS Moisture Barrier Bags are packaged in a polyethylene bag.
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Made in the
United States of America

RoHS, REACH, and Conflict Minerals Statement
See the DESCO INDUSTRIES INC RoHS, REACH and Conflict Minderals Statement:
Descoindustries.com/ROHS3.aspx

See the SCS Limited Warranty:
StaticControl.com/Limited-Warranty.aspx

Unless otherwise noted, ±10%
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特に記載のない限り、公差は±10％です。
仕様と⼿順は予告なく変更することがあります。

この防湿バッグは、静電気および湿気に敏感な電⼦機器を保護するようにデザインさ
れていて、ESDエリアの内外両⽅で使⽤できます。また、ヒートシール性で、真空パ
ックにも適しています。袋にはESD保護および湿度警告のシンボルマークと追跡を容
易にするためのロット番号が表記されています。

SCS 防湿バッグDri-Shield®2000シリーズは、アルミ蒸着を施したポリエステル、
ポリエチレンの多重の層がラミネートされています。ポリエステルは耐穿刺性です。
メタル層はESD保護を⽬的とし、防湿しながら静電気の侵⼊を最⼩限に抑える働きが
あります。

防湿静電袋 Dri-Shield®2000シリーズ
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静電気拡散性ポリエチレン

SCS 防湿バッグはポリエチレン袋に梱包されています。

公差︓幅 -0,＋6㎜
⻑さ ±3㎜ オフセット 0〜6㎜
封幅9.5㎜(公差 ±3㎜)

注︓標準仕様の製品は上記のよう
に表⽰されていますが、実⼨⼤で
はありません。

RoHSおよびREACH、紛争鉱物について
DESCO産業株式会社におけるRoHS・REACH・紛争鉱物に関する対応⽅針︓
http://www.descoasia.co.jp/PDF/REACHRoHSConflictMinerals-Desco_Bags.pdf

限定保証に関する詳細︓
http://www.descoasia.co.jp/Limited-Warranty.aspx

ANSI/ESD S20.20および梱包規準 ANSI/ESD S541、
静電袋 ANSI/ESD S11.4 Level3(透明度は除く）に準拠 

 アメリカ製
物質的特性       値             試験⽅法
⽔蒸気透過率      ≤0.5425ｇ/ｍ²/24時間   MIL-STD-3010C 3030⽅式
(MVTR)

 抗張⼒        54MPa            ASTM D882
 耐穿刺性       20lbs、89N                     MIL-STD-3010C 2065⽅式 
 密封強度       15lbs、66N           ASTM D882
 厚さ         0.0914㎜ ±10％        MIL-STD-3010C 1003⽅式
 表⽰密着性      合格            IPC-TM-650 2.4.1
 電気的特性      値             試験⽅法
 ESD遮蔽       <10nJ               ANSI/ESD STM11.31
 表⾯抵抗          1×10⁴〜1×10¹¹Ω       ANSI/ESD STM11.11
         (内側)
 表⾯抵抗       1×10⁴〜1×10¹¹Ω       ANSI/ESD STM11.11
         (外側)
 EMI減衰       45ｄB            1〜10GHｚ  
 清浄度        値             試験⽅法
 シリコン         不検出             FTIR 
 熱遮蔽条件      値             
 温度         140℃〜204℃     
 時間         0.6〜4.5秒
 圧⼒         206〜482KPa     

静電袋はアミン、シリコン、重⾦属を含んでいません。

本製品は業務⽤です。防衛標準化プログラムにのっとった認定製品リストには載っておりません。

 注︓電⼦機器の包装において、完全なるドライパッケージには下記の3つが必要です。
 
  防湿バッグ - 保護のため
  乾燥剤 - 湿気を吸収するため
  湿度表⽰カード - 効果を確認するため

防湿静電袋 Dri-Shield®2000シリーズ

http://www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/SCS-Bags/SCS-Moisture-Barrier-Bags/
www.descoasia.co.jp/DescoJapanCatalog/Package/Shielding-Bags/Desiccant-Packs-Humidity-Indicator-Cards/
http://www.descoasia.co.jp/PDF/REACHRoHSConflictMinerals-Desco_Bags.pdf
http://www.descoasia.co.jp/Limited-Warranty.aspx

