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Specification Sheet 
  GREEN LASER MODULE 

 

Modle # : JPM-1-3(A4) 

Features 

� Structure              : Diode pumped solid-state green lasers. 

� Output power          : ClassII<1mW  

� Transverse Mode:      Tem00 

� Perating Mode:        CW 

� Operating Lifetime:    abt.3,000hrs 

 

Applications 

� Laser pointe 

Absolute maximum ratings 

 

Specifications 1) 2) 

1) Initial values  2)Each value is measured by using our measuring instrument  3)△1: The distance from laser beam window 

Parameter Symbol Rating Unit 

Operating current Iop <220 mA 

Operating temperature Topr +15~+35 ℃ 

Storage temperature Tstg 0~+50 ℃ 

Parameter Symbol Condition Min Typ Max Unit 

Supply voltage Vcc     3 3.3 v 

Spot  diameter (main spot) - 5M - - 12.5 mm 

Wavelength λP  522 532 542 nm 

Output power P0 In 10cm laction  0.3 - 0.9 mW 

Unit: mm   Material: Copper   Tolerance:±0.5 mm        
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Remark 
� Inspection environment temperature:25℃ ± 3 ℃；Humidity:40~60%     

� Test at 3 voltage and current under 220mA to get the output power that not exceed the max value with in 5 seconds. 

 

Beam spot spec 
�  5m Main light spot diameter ≤ 12.5mm 

�  5m light halo and tail included ≤18mm 

 

                     the distance of beam spot test: 5 meter 

 

Power stability vs. Case temperature 
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    Beam diameter vs. Distance  

 

 

 

 Current consumption vs. Case temparatre 

 


