
Open Cover

Material
Insulator: PBT + 30% Glass fiver, UL 94V-0
Contact: Brass
Contact plating: Gold over Nickel

Specification
Current rating: 3 Amp.
Insulation resistance: 5,000 Mohm min.
Contact resistance: 20 mohm max.
Dielectric voltage: 100V AC for 1 minute
Operation temperature: - 40℃ ~ + 105℃

Closed Cover Color
Black 2,000pcs/bag
Red 2,000pcs/bag
White 2,000pcs/bag
Blue 2,000pcs/bag
Yellow 2,000pcs/bag
Green 2,000pcs/bag
Black 25pcs/bag
Red 25pcs/bag
White 25pcs/bag
Blue 25pcs/bag
Yellow 25pcs/bag
Green 25pcs/bag

Note: For Closed cover type, put -C at end of Useconn P/N.
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MJ254-6WH
MJ254-6BU
MJ254-6YL
MJ254-6GNP-03692

Useconn P/N
MJ254-6BK
MJ254-6RD
MJ254-6WH
MJ254-6BU
MJ254-6YL
MJ254-6GN
MJ254-6BK
MJ254-6RDP-03688
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P-03691

P-02652
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P-02651

Akizuki P/N Packing
P-02650

2.54mm Mini Jumper
6mm Height, Open cover & Closed Cover
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