RoHS Compliant

Material :
Pin 1 Insulator : 30% Glass Fiber PBT, UL 94V-0
Contact : Brass, Gold flash plating
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99.064 0.10 _ Specification :
' e Current : 2 Amp
_‘L Insulation Resistance : 5,000 Mohm min. at DC 500V
A Contact resistance : 20 mOhm max. at DC 100mA
1.840.15 Dielectric Voltage : AC 500V for 1 minute
X _ i * ) Operation temperature : - 40°C ~ + 105C
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Akizuki P/N Useconn P/N Color
C-06631 PHA-1x40SG-BK Black
Lr ‘H 'f T T Y f ﬁ’ ¥ C-06632 PHA-1x40SG-GY Gray
_>| I__ 254 — ||« 0.5sq.2 0.02 C-06633 PHA-1x40SG-WH White
C-06634 PHA-1x40SG-RD Red
C-06635 PHA-1x40SG-YL Yellow
$ $ 6} '@ @ '@ $ $ @' $\ C-06636 PHA-1x40SG-GN Green
~| |~ 254 2 0.800- 0.05 C-06637 PHA-1x40SG-BU | Blue
C-06638 PHA-1x40SG-PP Purple
Recommended PCB Layout
E Drawn: General Tolarance N Part No.
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A 23-Apr-13 new release David |Appraval: Scale : Title: 2.54mm Pitch Pin Header Strip, Straight, Single Row
Rev. Date File BY Simon Chen |Sheet: 1/1 Insulator Height 2.0mm, Contacts 0.5mm sq., L = 9.1mm




