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l 2.5430.10 __Pin_0.64x0.40 o
2.54xNo.0f Contacts—2.54+0.20 |
2.54xNo.Of Contacts+0.25+0.30

Material :
Insulator : 30% Glass Fiber PBT, UL 94V-0
Contact : Phosphor Bronze, Gold flash plating

Specification :

Current : 3 Amp

Insulation Resistance : 5,000 MQ min. at DC 500V
Contact resistance : 20 mQ max. at DC 100mA
Dielectric Voltage : AC 500V for 1 minute
Operation temperature : - 40C ~ + 105C
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§ 8 contact A B |contact A B |contact A B
2 . 15 38.60 35.56 28 71.62 68.58
o = 3 8.12 5.08 16 4114 38.10 29 7416 7112
4 10.66 7.62 17 43.68 40.64 30 76.70 73.66
HHHBHEHEHEHH 5 13.20 10.16 18 46.22 43.18 31 79.24 76.20
6 15.74 12.70 19 48.76 45.72 32 81.78 78.74
7 18.28 15.24 20 51.30 48.26 33 84.32 81.28
8 20.82 17.78 21 53.84 50.80 34 86.86 83.82
2.54+0.05 #1.0240.05 9 23.36 20.32 22 56.38 53.34 35 89.40 86.36
I I /— 10 2590 22.86 23 58.92 55.88 36 91.94 88.90
ﬁt} $ 4} -$ $ $ $ 11 2844 2540 | 24 6146 5842| 37 9448 91.44
12 30.98 27.94 25 64.00 60.96 38 97.02 93.98
Recommended P.C.Board Hole Layout 13 33.52 30.48 26 66.54 63.50 39 99.56 96.52
14 36.06 33.02 27 69.08 66.04 40 102.10 99.06
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