2.54 X No. of Positions+0.50+0.30
2.54 X No, of Contacts—2.54+0.20

I=I

I

NEIE]

Los |

Material

RoHS Compliant

Insulator: PBT + 30%G.F, UL94V-0

Contact: Bronze

Contact plaing: Au or Sn over 50u" Nickel

Specification

[0.7%0.251 Current rating: 3.0Amps/contact max.
Contact resistance: 20 mQ) max.

= b — b
| wae Insulation resistance: 1,000 M) min.
f withstanding voltage: 1,000V AC per minute
& Operating temperature: - 55°C ~ + 105C
% | b Soldering temperature: +220°C max.
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§ ¢ G - Full gold
i U U U 3 S - Selective gold
- ' T - Tin
740, 2. H0.25 — % S - Straight
O 3 R - Right Angle
l‘Q@\ * * Contacts No.
OO0 @ ¢ OO O OO0 1~ 42
z * Single row
PCB Layout Note:
1. N5 - Narrow mating point contact
E Drawn: General Tolarance N Part No.
5 psin [0 T o] aol (I ‘Useconn
: © FHU - 1XXXSGN5
C Checked: 240.20|70.15| 7 0.10 f[ t 4 Ltd'
B Ivy Lee Unit : mm ectronics *  |File No. RMFHU-1xXXSGN5
A 4-Feb-16 new release Jack |Appraval: Scale : Title: 2.54mm Female PCB Header, U shape contacts, narrow matching point
Rev. Date File BY Simon Chen |Sheet: 1/1 Insulator height 8.5mm, Straight, Single row




